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(6) The provisions of § 60.4236 of this 
subpart are applicable to all owners 
and operators of stationary SI ICE that 
commence construction after June 12, 
2006. 

(b) The provisions of this subpart are 
not applicable to stationary SI ICE 
being tested at an engine test cell/ 
stand. 

(c) If you are an owner or operator of 
an area source subject to this subpart, 
you are exempt from the obligation to 
obtain a permit under 40 CFR part 70 or 
40 CFR part 71, provided you are not re-
quired to obtain a permit under 40 CFR 
70.3(a) or 40 CFR 71.3(a) for a reason 
other than your status as an area 
source under this subpart. Notwith-
standing the previous sentence, you 
must continue to comply with the pro-
visions of this subpart as applicable. 

(d) For the purposes of this subpart, 
stationary SI ICE using alcohol-based 
fuels are considered gasoline engines. 

(e) Stationary SI ICE may be eligible 
for exemption from the requirements 
of this subpart as described in 40 CFR 
part 1068, subpart C (or the exemptions 
described in 40 CFR parts 90 and 1048, 
for engines that would need to be cer-
tified to standards in those parts), ex-
cept that owners and operators, as well 
as manufacturers, may be eligible to 
request an exemption for national se-
curity. 

(f) Owners and operators of facilities 
with internal combustion engines that 
are acting as temporary replacement 
units and that are located at a sta-
tionary source for less than 1 year and 
that have been properly certified as 
meeting the standards that would be 
applicable to such engine under the ap-
propriate nonroad engine provisions, 
are not required to meet any other pro-
visions under this subpart with regard 
to such engines. 

[73 FR 3591, Jan. 18, 2008, as amended at 76 
FR 37972, June 28, 2011] 

EFFECTIVE DATE NOTE: At 86 FR 34360, June 
29, 2021, § 60.4230 was amended, effective July 
29, 2021. 

EMISSION STANDARDS FOR 
MANUFACTURERS 

§ 60.4231 What emission standards 
must I meet if I am a manufacturer 
of stationary SI internal combus-
tion engines or equipment con-
taining such engines? 

(a) Stationary SI internal combus-
tion engine manufacturers must certify 
their stationary SI ICE with a max-
imum engine power less than or equal 
to 19 KW (25 HP) manufactured on or 
after July 1, 2008 to the certification 
emission standards and other require-
ments for new nonroad SI engines in 40 
CFR part 90 or 1054, as follows: 

If engine displacement is * * * and manufacturing dates are * * * the engine must meet emission standards and related 
requirements for nonhandheld engines under * * * 

(1) below 225 cc ..................... July 1, 2008 to December 31, 2011 .... 40 CFR part 90. 
(2) below 225 cc ..................... January 1, 2012 or later ....................... 40 CFR part 1054. 
(3) at or above 225 cc ............ July 1, 2008 to December 31, 2010 ..... 40 CFR part 90. 
(4) at or above 225 cc ............ January 1, 2011 or later ....................... 40 CFR part 1054. 

(b) Stationary SI internal combus-
tion engine manufacturers must certify 
their stationary SI ICE with a max-
imum engine power greater than 19 KW 
(25 HP) (except emergency stationary 
ICE with a maximum engine power 
greater than 25 HP and less than 130 
HP) that use gasoline and that are 
manufactured on or after the applica-
ble date in § 60.4230(a)(2), or manufac-
tured on or after the applicable date in 
§ 60.4230(a)(4) for emergency stationary 
ICE with a maximum engine power 
greater than or equal to 130 HP, to the 
certification emission standards and 

other requirements for new nonroad SI 
engines in 40 CFR part 1048. Stationary 
SI internal combustion engine manu-
facturers must certify their emergency 
stationary SI ICE with a maximum en-
gine power greater than 25 HP and less 
than 130 HP that use gasoline and that 
are manufactured on or after the appli-
cable date in § 60.4230(a)(4) to the Phase 
1 emission standards in 40 CFR 90.103, 
applicable to class II engines, and other 
requirements for new nonroad SI en-
gines in 40 CFR part 90. Stationary SI 
internal combustion engine manufac-
turers may certify their stationary SI 
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ICE with a maximum engine power less 
than or equal to 30 KW (40 HP) with a 
total displacement less than or equal 
to 1,000 cubic centimeters (cc) that use 
gasoline to the certification emission 
standards and other requirements for 
new nonroad SI engines in 40 CFR part 
90 or 1054, as appropriate. 

(c) Stationary SI internal combus-
tion engine manufacturers must certify 
their stationary SI ICE with a max-
imum engine power greater than 19 KW 
(25 HP) (except emergency stationary 
ICE with a maximum engine power 
greater than 25 HP and less than 130 
HP) that are rich burn engines that use 
LPG and that are manufactured on or 
after the applicable date in 
§ 60.4230(a)(2), or manufactured on or 
after the applicable date in 
§ 60.4230(a)(4) for emergency stationary 
ICE with a maximum engine power 
greater than or equal to 130 HP, to the 
certification emission standards and 
other requirements for new nonroad SI 
engines in 40 CFR part 1048. Stationary 
SI internal combustion engine manu-
facturers must certify their emergency 
stationary SI ICE greater than 25 HP 
and less than 130 HP that are rich burn 
engines that use LPG and that are 
manufactured on or after the applica-
ble date in § 60.4230(a)(4) to the Phase 1 
emission standards in 40 CFR 90.103, ap-
plicable to class II engines, and other 
requirements for new nonroad SI en-
gines in 40 CFR part 90. Stationary SI 
internal combustion engine manufac-
turers may certify their stationary SI 
ICE with a maximum engine power less 
than or equal to 30 KW (40 HP) with a 
total displacement less than or equal 
to 1,000 cc that are rich burn engines 
that use LPG to the certification emis-
sion standards and other requirements 
for new nonroad SI engines in 40 CFR 
part 90 or 1054, as appropriate. 

(d) Stationary SI internal combus-
tion engine manufacturers who choose 
to certify their stationary SI ICE with 
a maximum engine power greater than 
19 KW (25 HP) and less than 75 KW (100 
HP) (except gasoline and rich burn en-
gines that use LPG and emergency sta-
tionary ICE with a maximum engine 
power greater than 25 HP and less than 
130 HP) under the voluntary manufac-
turer certification program described 
in this subpart must certify those en-

gines to the certification emission 
standards for new nonroad SI engines 
in 40 CFR part 1048. Stationary SI in-
ternal combustion engine manufactur-
ers who choose to certify their emer-
gency stationary SI ICE greater than 
25 HP and less than 130 HP (except gas-
oline and rich burn engines that use 
LPG), must certify those engines to 
the Phase 1 emission standards in 40 
CFR 90.103, applicable to class II en-
gines, for new nonroad SI engines in 40 
CFR part 90. Stationary SI internal 
combustion engine manufacturers may 
certify their stationary SI ICE with a 
maximum engine power less than or 
equal to 30 KW (40 HP) with a total dis-
placement less than or equal to 1,000 cc 
(except gasoline and rich burn engines 
that use LPG) to the certification 
emission standards for new nonroad SI 
engines in 40 CFR part 90 or 1054, as ap-
propriate. For stationary SI ICE with a 
maximum engine power greater than 19 
KW (25 HP) and less than 75 KW (100 
HP) (except gasoline and rich burn en-
gines that use LPG and emergency sta-
tionary ICE with a maximum engine 
power greater than 25 HP and less than 
130 HP) manufactured prior to January 
1, 2011, manufacturers may choose to 
certify these engines to the standards 
in Table 1 to this subpart applicable to 
engines with a maximum engine power 
greater than or equal to 100 HP and less 
than 500 HP. 

(e) Stationary SI internal combus-
tion engine manufacturers who choose 
to certify their stationary SI ICE with 
a maximum engine power greater than 
or equal to 75 KW (100 HP) (except gas-
oline and rich burn engines that use 
LPG) under the voluntary manufac-
turer certification program described 
in this subpart must certify those en-
gines to the emission standards in 
Table 1 to this subpart. Stationary SI 
internal combustion engine manufac-
turers may certify their stationary SI 
ICE with a maximum engine power 
greater than or equal to 75 KW (100 HP) 
that are lean burn engines that use 
LPG to the certification emission 
standards for new nonroad SI engines 
in 40 CFR part 1048. For stationary SI 
ICE with a maximum engine power 
greater than or equal to 100 HP (75 KW) 
and less than 500 HP (373 KW) manufac-
tured prior to January 1, 2011, and for 
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stationary SI ICE with a maximum en-
gine power greater than or equal to 500 
HP (373 KW) manufactured prior to 
July 1, 2010, manufacturers may choose 
to certify these engines to the certifi-
cation emission standards for new 
nonroad SI engines in 40 CFR part 1048 
applicable to engines that are not se-
vere duty engines. 

(f) Manufacturers of equipment con-
taining stationary SI internal combus-
tion engines meeting the provisions of 
40 CFR part 1054 must meet the provi-
sions of 40 CFR part 1060, to the extent 
they apply to equipment manufactur-
ers. 

(g) Notwithstanding the require-
ments in paragraphs (a) through (c) of 
this section, stationary SI internal 
combustion engine manufacturers are 
not required to certify reconstructed 
engines; however manufacturers may 
elect to do so. The reconstructed en-
gine must be certified to the emission 
standards specified in paragraphs (a) 
through (e) of this section that are ap-
plicable to the model year, maximum 
engine power and displacement of the 
reconstructed stationary SI ICE. 

[73 FR 3591, Jan. 18, 2008, as amended at 73 
FR 59175, Oct. 8, 2008; 76 FR 37973, June 28, 
2011; 78 FR 6697, Jan. 30, 2013] 

EFFECTIVE DATE NOTE: At 86 FR 34360, June 
29, 2021, § 60.4231 was amended, effective July 
29, 2021. 

§ 60.4232 How long must my engines 
meet the emission standards if I am 
a manufacturer of stationary SI in-
ternal combustion engines? 

Engines manufactured by stationary 
SI internal combustion engine manu-
facturers must meet the emission 
standards as required in § 60.4231 during 
the certified emissions life of the en-
gines. 

EMISSION STANDARDS FOR OWNERS AND 
OPERATORS 

§ 60.4233 What emission standards 
must I meet if I am an owner or op-
erator of a stationary SI internal 
combustion engine? 

(a) Owners and operators of sta-
tionary SI ICE with a maximum engine 
power less than or equal to 19 KW (25 
HP) manufactured on or after July 1, 
2008, must comply with the emission 

standards in § 60.4231(a) for their sta-
tionary SI ICE. 

(b) Owners and operators of sta-
tionary SI ICE with a maximum engine 
power greater than 19 KW (25 HP) man-
ufactured on or after the applicable 
date in § 60.4230(a)(4) that use gasoline 
must comply with the emission stand-
ards in § 60.4231(b) for their stationary 
SI ICE. 

(c) Owners and operators of sta-
tionary SI ICE with a maximum engine 
power greater than 19 KW (25 HP) man-
ufactured on or after the applicable 
date in § 60.4230(a)(4) that are rich burn 
engines that use LPG must comply 
with the emission standards in 
§ 60.4231(c) for their stationary SI ICE. 

(d) Owners and operators of sta-
tionary SI ICE with a maximum engine 
power greater than 19 KW (25 HP) and 
less than 75 KW (100 HP) (except gaso-
line and rich burn engines that use 
LPG) must comply with the emission 
standards for field testing in 40 CFR 
1048.101(c) for their non-emergency sta-
tionary SI ICE and with the emission 
standards in Table 1 to this subpart for 
their emergency stationary SI ICE. 
Owners and operators of stationary SI 
ICE with a maximum engine power 
greater than 19 KW (25 HP) and less 
than 75 KW (100 HP) manufactured 
prior to January 1, 2011, that were cer-
tified to the standards in Table 1 to 
this subpart applicable to engines with 
a maximum engine power greater than 
or equal to 100 HP and less than 500 HP, 
may optionally choose to meet those 
standards. 

(e) Owners and operators of sta-
tionary SI ICE with a maximum engine 
power greater than or equal to 75 KW 
(100 HP) (except gasoline and rich burn 
engines that use LPG) must comply 
with the emission standards in Table 1 
to this subpart for their stationary SI 
ICE. For owners and operators of sta-
tionary SI ICE with a maximum engine 
power greater than or equal to 100 HP 
(except gasoline and rich burn engines 
that use LPG) manufactured prior to 
January 1, 2011 that were certified to 
the certification emission standards in 
40 CFR part 1048 applicable to engines 
that are not severe duty engines, if 
such stationary SI ICE was certified to 
a carbon monoxide (CO) standard above 
the standard in Table 1 to this subpart, 
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